




Sources:  “Digital Billboard Use”, Nathaniel Taylor, San Diego Gas & Electric Company 
(SDG&E), 2014.  Use for a 14’x48” LED Billboard.  Average household Energy use 
from EIA.gov at 10,399 kwh/home
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*Market size display numbers provided by DSCC in “Reflective Display Market Forecast for FLEx Lighting” report and represent units in 2023 and FLEx ASPs.  Lighting based on industry reports and mgt estimates.
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= Headquarters

= Manufacturing Partners

= Sales Partners

Chicago, USA 
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Jiaxing, China



Materials Toller Displays Integrator OEMs

Supply Side Buy Side

FLEx contracts with its suppliers to manufacture its front lighting system to the specifications of customers, which include the display 
companies, integrators and device OEMs.









2016 2017 2018 2019 2020 2021 2022 2023

ROW 2.7 3.1 4.1 4.7 5.4 6.0 6.6 7.5

ROA 2.7 3.9 5.2 6.2 7.2 8.5 9.9 11.1

China 3.2 4.5 6.0 9.0 13.5 20.3 30.4 42.5

EU 8.2 8.5 9.4 9.7 10.0 10.5 11.0 11.4

USA 12.6 13.7 14.4 15.1 15.9 16.7 17.5 18.4

World 29.4 33.7 39.1 44.7 52.0 61.8 75.2 91.0
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*Market size numbers provided by DSCC in “Reflective 
Display Market Forecast for FLEx Lighting” report, based on 
market analysis and third party interviews.



Source: Samsung “top five digital signage trends in 2018”


